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Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
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LOT 1: Vehicle with Hydraulic pneumatic telescoping platform
	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1
	· Vehicle:
· Wheelbase - min.4350 mm
· Maximum height (unloaded)- 2276 mm
· Height at the end of the chassis- min. 770 mm
· Vehicle width – min. 2000 mm
· Maximum permissible mass- min. 6000 kg.
· Maximum chassis mass – 2400 kg
· Engine - Euro 6
· Engine power – min. 110 kw
· Transmission – 6+1
· Power steering, height adjustable
· Braking system: ABS, EBD, ASR, MSR, EPS, HBA
· Cab vehicle for driver and two co-drivers
· Branded and containing visual identity of the project
·  Hydraulic pneumatic telescoping platform:
· Working height - min. 24m
· Maximum side – reach min. 11m
· Load capacity of the platform- min. 220kg
· Turning angle – 360o
· Commands for work from the basket and from the ground in the event of an accident
· Non-return valve on hydraulic cylinders
· Cabin overload reader
· Manual pump for forced lowering
· Emergency stop button
	
	
	


LOT 2: Combined machine with back-hoe loader
	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1
	· Engine power - min 74kw
· Engine type - tier 3
· Number of cylinders – 4
· Type of cooling – water
· Automatic transmission
· 4 degrees forward
· 4 levels of reversing 
· 4-wheel drive
· Load bucket hydraulic boon "6 in 1" for bathing, loading, basing, straightening, filling back and forging villas for palaces - FRONT - min 1,3m3 max 1,5m3
· Height of loading - min 3,2m
· Load capacity - min 3,5t
· Telescopic backhoe
· Mass of the machine - min 8500kg
· Maximum digging depth - 5,8 to 6,0m
· Bust your hand - from 6,5 to 7m
· Three hydraulic pumps
· Heating cabin
· Tank capacity - min 160l
· Rotary light
· Work lights
· Seat with shock absorbers
· Satellite tracking
· Hydraulic hammer installation
· Digging Bucket - READY - 600mm
Accessories:
· Tool carrier
· Engine with drill bits for drilling - diameter 600 and drill bits for drilling - diameter 900
· Tarup - from 1600 to 2000 mm
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